SECTION 05811
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PART 1 GENERAL

1.01 SUMMARY
A. Work Includes:

1. Provide Expansion and/or Seismic Joint Fire Protection System as required
for complete installation.

B. Related Sections:

1. Section 05810 Expansion Joint Assemblies, for expansion joints to be
protected by the work of this Section.

2. Section 07255 - Fireproofing.

3. Section 07270 - Fire stopping.
1.02 SYSTEM DESCRIPTION

A. This system has been tested at Underwriters Laboratories® for a two-hour
rating. The system was fully pre-cycled for 50% parallel lateral shear,
expansion and contraction capacity. It protects against the spread of fire
through and expansion &/or seismic joint before and after movement.

1.03 SUBMITTALS
A. Comply with provisions of Section 01330 - Submittal Procedures.

B. Product Data: Submit manufacturer’s complete product data and installation
instructions.

C. Certificates: Provide material test reports from qualified independent
testing laboratory indicating and interpreting test results relative to
compliance of expansion/seismic joint fire barrier with requirements indicated.

D. Shop Drawings: Submit shop drawings for approval and obtain approval prior
to fabrication and shipment of materials to the job site. 1. Include large scale
details indicating profile of fire barrier in relation to expansion joint and its
attachment to substrate.

1.04 QUALITY ASSURANCE
A. Standards: Comply with applicable requirements of the following standards:






